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19.000 
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5.964 


2.000 


TOLERANCES ON: 


1. BREAK ALL SHARP EDGES 


UNLESS OTHERWISE SPECIFIED 


DECIMALS 


.XXX 


.X 


.XX 


.1 



UNLESS OTHERWISE SPECIFIED 


FINISH 
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TREAT 


HEAT 


DIMENSIONS ARE IN INCHES 


APPROVED 


DRAWN BY: 


DESCRIPTION 


1 
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PERRITT 


? 




- 


.01 


.005 


2.060 


3.750 


1/2-20 (x2) 


4.000 


8.200 


1.875 


TOLERANCES ON: 


1. BREAK ALL SHARP EDGES 


UNLESS OTHERWISE SPECIFIED 
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.XXX 


.X 


.XX 


.1 



UNLESS OTHERWISE SPECIFIED 


FINISH 
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TREAT 


HEAT 


DIMENSIONS ARE IN INCHES 


APPROVED 


DRAWN BY: 


DESCRIPTION 
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PERRITT 


? 




BLACK OXIDE 


.01 


.005 
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1 


DESCRIPTION 


DRAWN BY: 
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TREAT 
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.1 
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.X 


.XXX 
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UNLESS OTHERWISE SPECIFIED 


1. BREAK ALL SHARP EDGES 


TOLERANCES ON: 




NOT APPROVED FOR PRODUCTION 


.01 


.005 


